MEMXPRO M.2 2280 SATA PT31 Series

10K endurance, sustained high speed, no speed dropping

Industrial 3D TLC
10K P/E cycle

Specification

Features

M.2 (NGFF) standard of 22mm wide, 80 mm long
Industrial Micron 3D TLC, up to 10K P/E Cycles
Sustained write performance in direct TLC mode
Up to 1TB capacity with DRAM buffer

Support commercial/extended/wide temp.
Built-in LDPC ECC, RAID engine and OCP/QVP

MSMART storage device monitoring

Product Model M.2 2280 SATA PT31

Interface SATAII

Form Factor M.2 SATA (2280/S2/D2)
Controller SMI SM2259

NAND 3D TLC (Original Micron B17A)
P/E Cycle 10,000 (Pure TLC Mode)

Max. Channel 4

Capacity 64GB-~1TB

Sequential R/W (MB/sec, max.) 560/520

Operating Temperature

0°C~+70°C/-25°C~+85°C/-40°C~+85°C

Max. Power Consumption

3.3W (3.3Vx1000mA)

Dimension (L x W x H/mm)

22x80x2.15 / 22x80x3.5

Operating Voltage 3.3V+5%
Storage Temperature -55°C~+95°C
External DRAM Buffer v

Thermal Sensor v

DEVSLP Mode Optional

Vibration 20G (7~2KHz)
Shock Resistance 1500G@0.5ms
MTBF >3 million hours
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Ordering Information

Capacity Commercial (0°C~70°C) Extended (-25°C~+85°C)

Industrial (-40°C~+85°C)

64GB FP28S-64GMTS591C1 FP28S-64GMTS591E1 FP28S-64GMTS591W1
128GB FP28S-A2GMTS592C1 FP28S-A2GMTS592E1 FP28S-A2GMTS592W1
256GB FP28S-B5GMTS594C1 FP28S-B5GMTS594E1 FP28S-B5GMTS594W1
512GB FP28S-E1GMTS594C1 FP28S-E1GMTS594E1 FP28S-E1GMTS594W1

1TB FP28S-010MTS594C1 FP28S-010MTS594E1 FP28S-010MTS594W1

MEMXPRO Inc.
info@memxpro.com

WWW.memxpro.com
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Make it Possible

©MEMXPRO Inc. MemxPro reserves the right to change products, information and specifications without notice and is provided on an “AS IS” basis, without warranties of any
kind. Products and specifications discussed herein are for reference purposes only. No license of any patent, copyright, mask work, trademark or any other intellectual
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